
 

 ● This product is substitution for existing 250W HQI
     and has 20%~30% increased luminous flux compared
     with existing product and optimal light distribution.

 ● Compared with HQI, 60~70% savings electricity cost.
 

 ● waterproof, moisture proof, dust proof(IP67)   

 ● Total flux 8,200lm / Illuminance 3,100lux(1m)
  
 ● ECO LED

 ● Simple installation

LONGBODY 
NEOPLUS 80W
Specification
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 A.Overview

Structure of product

1 LED

2 PCB

3
Double sealing between 
pc cover and heat sink 
(for waterproof)

DOUBLE SEALING

4 PC COVER

BEAM ANGLE 120 / 60

7.0m51 lux

2.0m 627 lux

3.0m279 lux

4.0m157 lux

5.0m100 lux

6.0m 70 lux

1.0m3100 lux

8.0m39.2 lux

9.0m31 lux

10.0m25 lux

illuminance 8,200(lm) 
light distribution 3,100(lux/1m) 

광학적 사양(Optical Specification) ＃NLF001 

TOTAL FLUX ILLUMINANCE(1M) BEAM ANGLE CRI COLOR TEMPERATURE

CCT

8,200(lm) 3,100(lux) Over 75 6,000K / 3000K120  

Tire store

Gas station 

Illuminance & light distribution

Outer sealing

Inner sealing



 B.Overview

Structure of product

Heat sink8

Fixing bracket 5
272X22x110mm Steel

15X10mm(holl)

200mmX40mm 1.6T

128X250X29mm Aluminum

AC converter 7

Fixing bracket hole6

기술적 사양(Technical Specification)

Dimension

전기적 사양(Electronic Specification)

input
 voltage

power
 consumption

 power
 factor

80W AC220V,60HZ Over 0.9

IP level weight Operating
 temperature

C

IP67 2.1Kg -50~55℃

 Billboard
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 Accersary 

Accersary component

Connect socket set 2 
(using with flange) 

I Pipe

L shape pipe

⑦ connect socket 3 (using with pipe)

⑥

Flange

1.Direct mounting installation 

2.Pipe connect installation

U bracket(basic component)

L bracket(basic component)



 Installation 

Mounting arrangement

Using screw on U bracket hole.    ①

Fix flange on the wall   connect socket 2 
on the bracket hole  

①

Same way with I pipe locking    ①

Using screw on L bracket hole    ①

③ Lock the socket with flange

1.D.installation 

A.U bracket   

B.L pipe   

B.L bracket   

B.Using flange direct mounting type  
②

2. Pipe installation A. I pipe(1ea) + connect socket 3 (1ea) B. L pipe(1ea) + connect socket 3(1ea) 

③

②

A. I pipe   

③ Lock the connect socket
 with U bracket

Connect pipe with socket 3    ②

Fix flange on the wall
Connect the flange with pipe
 

①
①

A. U bracket B. L bracket C. U bracket(1ea) + flange(1ea) + connect socket 2(1ea)
 



 Packing

Packing

Box material:corrugated fiber 
                  board (DW)

Box size:810(l)X315(w)X300(h)Box size:315(l)X155(w)X140(h)

5eaX2level

1.Packing(inbox) 2.Packing (outbox) 

3.Out box size 

H

H

L

LW

W

Pallet size:1100(l)X1100(w)X1630(h)
Pallet material:plastic

4.Pallet loading

4boxX5level

H

L W



 Certification

Certification



 Certification

Certification


